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ABSTRACT : 

PROBLEM TO BE SOLVED: To provide a cloth for polishing „..a___ma^netic 
disk 

allowing polishing machining of more uniform and fine surface 
rughness Ra, by 

reducing a meandering phenomenon during texture machining. 

SOLUTION: Warp mainly comprises polyester filament fiber, and weft 
comprises 

crimped threads mainly made of polyester extra fine filament. The 
cloth is 

woven as five or more satin fabric with cover factor CF represented 
by the 

following equation 1 of 2400-3400, and variation rate of ductility 
during a wet 

period relative to ductility during a drying period loaded with 1.5 
Kg in the 

warp direction is 30% or less. CF= [warp total fineness (dtex) ] 1/2 
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&times,*warp 

density (number/25,4 mm) + [weft total fineness (dtex) ] 1/2 × 
weft density 
(number/25.4 mm). 
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ABSTRACTED -PUB -NO: JP2 001179595A 
BASIC-ABSTRACT: 

NOVELTY - The fabric is a satin weave fabric having warp thread of 
polyester 

filament fibers and weft thread of extra-fine polyester filament 
fiber. The 

cover factor (CF) is specified by a relation including density of 
warp thread 

and weft thread. The elongation rate variation in the direction of 
warp thread 

at 1.5 kg tensile load at wet state against dry state is 3 0% or less. 
USE - For magnetic disc polishing . 
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ADVANTAGE - Ensures uniform polishing, as variation rate of 
elongation at wet 

and dry state is specified and the specified cover factor of fabric 
ensures 

uniform distribution of grinding particles. 

DESCRIPTION OF DRAWING (S) - The figure shows the front elevation and 
side view 

drawing of magnet ic L_disc_jpolishinc[ apparatus . 
CHOSEN-DRAWING: Dwg.1/1 
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